




AGE-2 Feed Escapement
Built-in Air Cylinder
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Unless noted, all tolerances 
are as indicated here:

All Dowel Holes are SF 
(Slip Fit) Locational Tolerance  
± .0005" [.013mm]

Metric Threads
Course Pitch

Imperial:  0.00 =  ±.01
Inch 0.000 =  ±.005
 0.0000 =  ±.0005

Metric:  [0.] =  ±.25
[mm] [0.0] =  ±.13
 [0.00] =  ±.013
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#10-32 [M5] PORTS

3/16" S.F. X 
1/4" DEEP

[5MM S.F. X 6MM DEEP]
(2) PLACES

C'B FOR #10-32 [M5] SHCS
1/4"-20 [M6] OPP. SIDE
(2) PLACES

.200
 [5.08]

1.100
 [27.94]

1.475
 [37.47]

1.140
 [28.96]

2.0000
 [50.800]

1.000

 [25.40]

2.250

 [57.15]

5.104
 [129.64]

2.854
 [72.49]

1.125
 [28.58]

.500
[12.7]

.375

 [9.52]

2.250
 [57.15]

#10-32 [M5] THRU
(2) PER ACTUATION ROD

.500
 [12.70]

.188
 [4.76]

.875
 [22.23]

1.850
 [46.99]

SENSOR SLOTS

1.125

 [28.58]

Download 2D & 3D CAD Files
@ www.AGI-Automation.com

2D & 3D
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Notes



American Grippers, Inc. 171 Spring Hill Road, Trumbull, CT  06611   Tel: 203-459-8345 • Fax: 203-452-5943
info@AGI-Automation.com • www.AGI-Automation.com

Se
n

so
rs

Inductive Sensors
Hall Effect Sensors
Quick Disconnect
Cables
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Sensor Accessories
Sensors and Cables
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INDUCTIVE SENSORS

HALL EFFECT SENSORS (SOLID SATE)

QUICK DISCONNECT CABLES

Ripple ...................................................................... <10%.
Differential Travel (Hysteresis) ............................. 1-15% (5% typ.)
Voltage Drop Across Conducting Sensor ............ <1.8 V at 100mA
Trigger Current for Overload protection ............ >120mA
Continous Load Current ....................................... <100mA
Off-State (Leakage) Current ................................ <10mA
No-Load Current .................................................... 5.5-9.5 mA
Time Delay Before Availability ............................. <8.0 ms
Power-On False Pulse Suppression ...................... Incorporated

Reverse Polarity Protection ..... Incorporated
Wire-Break Protection ............. Incorporated
Transient Protection ................. 1 kV, 0.1 ms, 1kO
Operating Temperature .......... -25C to + 70C (-13F to + 158F)
Enclosure ................................... Meets NEMA 1,3,4,6,13 

and IEC IP 67
Shock ......................................... 30 g, 11 ms
Vibration ................................... 55 Hz, 1 mm Amplitude 

in all 3 Planes
Repeatability ............................. <2% of rated Operating Distance
LED Function ............................. Red: Output Energized

Potted-In Cable: Picoprox®

Quick Disconnect: Picofast™

4mm 5mm 8mm

4mm 5mm 8mm

NPN Wiring Diagram (Sinking) PNP Wiring Diagram (Sourcing)
Conductor
Colors:
1 = Brown
2 = Black
3 = Blue

Female
Pinout

Right Angle Molded Cordset (Female Plug)

Straight Molded Cordset (Female Plug)

Output Type ...................... Current Sinking or Sourcing
Input Voltage .................... 5 to 24 V DC
Input Current .................... 25 mA max.
“ON” Voltage Drop
Sinking ............................. 0.4 Volts max.
Sourcing .......................... 1.5 Volts max.

Output Current ................. 25mA max.
Power Dissapation ........... 300 mW max.
Turn ON Time .................... 1 µ Seconds
OFF State Leakage ........... 10 µA max.
Temperature Range ......... -25° to =85°C
Logic .................................. Normally Open

NOTE: Maximum
torque on set screw is
.170 N-m (1.5 in-lbs.) 
Do not overtorque.

Picoprox and Picofast are registered trademarks of TURCK



Order Info, Terms & Warranty
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BY MAIL: AGI, 171 Spring Hill Road, 
Trumbull, CT  06611

BY PHONE: (203) 459-8345

BY FAX: (203) 452-5943

BY EMAIL: amerigrip@aol.com

METHOD OF SHIPMENT: U.P.S Ground or specified by customer.

TERMS: NET 30 to established accounts, 2% discount 10 days,
F.O.B. Trumbull, CT.

MINIMUM ORDER: $50.00 minimum order.

PRICING: All prices are subject to change without notice.

RETURNED GOODS: A return authorization number (RA#) must be obtained
prior to returning merchandise for replacement or repair.
There will be a 20% restocking charge applied to items
authorized for return.

CLAIMS: Claims of shortages, pricing errors, or erroneous 
charges should be presented within 10 (ten) days of 
receipt of goods.

All American Grippers Inc. (AGI) product(s) are warranted to be free of defects in materials and workmanship for
a period of one year of shipment from the factory. American Grippers Inc. (AGI) warranty is limited to repairing
or replacing product(s), at it’s option, F.O.B. the factory, upon American Grippers Inc. (AGI) inspection. American
Grippers Inc. (AGI) warranty requires written permission prior to returning product for warranty inspection
purpose. This warranty shall not apply to any product(s), which has been subject to improper installation,
tampering, modification, abuse, operating conditions or application. Apart from the above warranty, these
express warranties are in lieu of and exclude all other representations made–both expressed and, or implied.
There are no warranties of merchantability of fitness for a particular purpose for products covered by these
terms and conditions, which extend beyond the description of the face hereof. Governing Law: The sale and
purchase of product(s) covered hereby and all terms and conditions hereof shall be governed by the law of
Connecticut. American Grippers Inc. (AGI) reserves the right to change specifications, design and prices without
prior written notice.

LIMITED WARRANTY

TERMS AND CONDITIONS

ORDERING INFORMATION
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